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TWIN

Applique
Wall luminaire

Apparecchio a plafone adatto per
I'installazione a parete e soffitto. Twin ha

la peculiare caratteristica di illuminare

la superficie circostante attraverso due
aperture laterali. Disponibile in due misure
- @280 e @380 - con schermo diffondente
e con elemento di schermatura. Il diffusore
curvo segue la linea del corpo in alluminio,
donando cosi una compattezza visiva
allapparecchio, ed una sporgenza molto
limitata rispetto al piano d'installazione.

Installazione a parete o soffitto
Alluminio pressofuso
Policarbonato opale

EPDM

Acciaio inox A2

Polvere poliestere stabilizzata ai raggi UV
con trattamento anticorrosione

Surface mounted luminaire suitable for
wall and ceiling installation. Twin has
the unique feature of illuminating the
surrounding surface through two lateral
openings. Available in two sizes - @280
and @380 - with diffusing screen and with
shielding element. The curved diffuser
follows the line of the aluminium body,
thus giving a visual compactness to the
luminaire, and a very limited projection
compared to the installation plan.

Wall or ceiling installation

Die-cast aluminium

Opal polycarbonate

EPDM

Stainless steel A2

Anti-corrosive UV stabilized polyester
powder
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AUGENTI

TWIN 280
APPLIQUE 280 EMISSIONE DIFFUSA /—jj 1
()

WALL LUMINAIRE $280 DIFFUSE EMISSION
kil 108
CODICE FASCIO WATT SORGENTE APPARECCHIO ALIMENTAZIONE CL IP IK CRI
CODE BEAM SOURCE FIXTURE POWER SUPPLY
8101C/ AC3.PO DIFFUSO >100° _
/ ‘ DIFFUSED 3100° 19w 1750 Im 774 1m 220-240Vac 50/60Hz | 65 08 >80

PO =POLICARBONATO OPALE - PO = OPAL POLYCARBONATE

ON/OFF
APPLIQUE $280 EMISSIONE DIFFUSA CON SCHERMATURA P 1}
WALL LUMINAIRE $280 DIFFUSE EMISSION WITH SHIELDING ':\i’:_""ﬂ:] _)

kil 103
CODICE FASCIO WATT SORGENTE APPARECCHIO  ALIMENTAZIONE CL IP IK CRI
CODE BEAM SOURCE FIXTURE POWER SUPPLY
220-240Vac 50/60Hz I 65 08 >80

‘ DIFFUSO >100 Tow 1750 Im 595 Im

8100C/AC3PO
DIFFUSED >100°

PO = POLICARBONATO OPALE - PO = OPAL POLYCARBONATE

ON/OFF
ACCESSORI
ACCESSORIES
E.TRA.580 LIMITATORE DI SOVRATENSIONE CLI- IP67
SURGE PROTECTOR CLI- IP67
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APPLIQUE DALI $280 EMISSIONE DIFFUSA
WALL LUMINAIRE DALI 280 DIFFUSE EMISSION

r 108
CODICE FASCIO WATT SORGENTE APPARECCHIO ALIMENTAZIONE CL IP IK CRI
CODE BEAM SOURCE FIXTURE POWER SUPPLY
8101C/ AD3.PO DIFFUSO >100° _
/ ‘ DIFFUSED >100° 19w 1750 Im 774 Im 220-240Vac 50/60HZ | 65 08 >80
PO =POLICARBONATO OPALE - PO = OPAL POLYCARBONATE
DALI-2 INTEGRATO - DALI-2 INTEGRATED
APPLIQUE DALI $280 EMISSIONE DIFFUSA CON SCHERMATURA N Ly
I i
WALL LUMINAIRE DALl $280 DIFFUSE EMISSION WITH SHIELDING GE'?_‘E:] _)
r 103
CODICE FASCIO WATT SORGENTE APPARECCHIO ALIMENTAZIONE CL IP IK CRI
CODE BEAM SOURCE FIXTURE POWER SUPPLY
8100C/AD3PO DIFFUSO >100° _
/ ‘ DIEFUSED >100° 19w 1750 Im 595 Im 220-240Vac 50/60Hz | 65 08 >80

PO =POLICARBONATO OPALE - PO = OPAL POLYCARBONATE
DALI-2 INTEGRATO - DALI-2 INTEGRATED

ACCESSORI

ACCESSORIES

E.TRA.580 LIMITATORE DI SOVRATENSIONE CL |- IP67
SURGE PROTECTOR CLI- IP67

424



AUGENTI

TWIN 380

APPLIQUE ¢380 EMISSIONE DIFFUSA f/’ “\‘ f
WALL LUMINAIRE $380 DIFFUSE EMISSION u ‘ |
I}

CODICE FASCIO WATT SORGENTE APPARECCHIO ALIMENTAZIONE CL IP K CRI
CODE BEAM SOURCE FIXTURE POWER SUPPLY
8001C/AC3.PO DIFFUSO >100° _
/ ‘ DIFFUSED ST00° 29W 38301Im 1690 Im 220-240Vac 50/60Hz | 65 08 80
PO =POLICARBONATO OPALE - PO = OPAL POLYCARBONATE
ON/OFF
APPLIQUE ¢380 EMISSIONE DIFFUSA CON SCHERMATURA =y 1)
WALL LUMINAIRE 380 DIFFUSE EMISSION WITH SHIELDING |l ,|'
A i
£l ) 124
CODICE FASCIO WATT SORGENTE APPARECCHIO ALIMENTAZIONE CL IP IK CRI
CODE BEAM SOURCE FIXTURE POWER SUPPLY
8000C/ A C3.PO DIFFUSO >100° _
/ ‘ DIEEUSED >100° 20W 3830 Im 1302 Im 220-240Vac 50/60HZ | 65 08 80

PO =POLICARBONATO OPALE - PO = OPAL POLYCARBONATE

ON/OFF
ACCESSORI
ACCESSORIES
E.TRA.580 LIMITATORE DI SOVRATENSIONE CLI- IP67
SURGE PROTECTOR CLI- IP67
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APPLIQUE DALI 380 EMISSIONE DIFFUSA
WALL LUMINAIRE DALI $380 DIFFUSE EMISSION

o)

CODICE FASCIO WATT SORGENTE APPARECCHIO  ALIMENTAZIONE CL IP IK CRI
CODE BEAM SOURCE FIXTURE POWER SUPPLY
8001C/ AD3.PO DIFFUSO >100° -
/ ‘ DIFFUSED 5100° 20W 3830 Im 1690 Im 220-240Vac 50/60Hz I 65 08 80
PO =POLICARBONATO OPALE - PO = OPAL POLYCARBONATE
DALI-2 INTEGRATO - DALI-2 INTEGRATED
APPLIQUE DALI 380 EMISSIONE DIFFUSA CON SCHERMATURA P 1
WALL LUMINAIRE DALI $380 DIFFUSE EMISSION WITH SHIELDING [:']“:“ ’“~'L3 ‘ '
a0 124
CODICE FASCIO WATT SORGENTE APPARECCHIO  ALIMENTAZIONE CL IP IK CRI
CODE BEAM SOURCE FIXTURE POWER SUPPLY
8000C/AD3PO DIFFUSO >100° -
/ ‘ DIFFUSED 5100° 20W 3830 Im 1302 Im 220-240Vac 50/60Hz | 65 08 80

PO =POLICARBONATO OPALE - PO = OPAL POLYCARBONATE
DALI-2 INTEGRATO - DALI-2 INTEGRATED

ACCESSORI

ACCESSORIES

E.TRA.580 LIMITATORE DI SOVRATENSIONE CL |- IP67
SURGE PROTECTOR CLI- IP67
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