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Bollard a colonna con illuminazione dall'alto
Column bollard with lighting from above

Apparecchio a colonna per installazione
a pavimento, con sorgente luminosa
diffusa posta sulla parte superiore
dellapparecchio. Cid garantisce una
distribuzione ottimale della luce sul
terreno e un migliore controllo degli effetti
abbaglianti.

Installazione a terra

Palo: Alluminio estruso
Base/Testa: Alluminio pressofuso

Vetro sabbiato

EPDM

Acciaio inox A2

Polvere poliestere stabilizzata ai raggi UV
con trattamento anticorrosione

Column luminaire for floor installation,
with a diffuse light source placed on top
of the luminaire. This ensures optimum
light distribution on the ground and better
control of glare.

Ground installation

Pole: Extruded aluminium
Base/Head: Die-cast aluminium

Sandblasted glass

EPDM

Stainless steel A2

Anti-corrosive UV stabilized polyester
powder
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CONFIG. A — W=3000K

CODICE -
CODE N=4000K

CONFIG.

ALIMENTAZIONE 220-240VAC 50/60HZ
INPUT SUPPLY 220-240VAC 50/60HZ
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180 . 160
PALETTO 4 VIE H. 680
BOLLARD 4 WAYS H. 680 680
3=
CODICE FASCIO WATT SORGENTE APPARECCHIO ALIMENTAZIONE CL IP K CRI
CODE BEAM SOURCE FIXTURE POWER SUPPLY
560F1/ AR35VS & DIFFUSO >80° _
/ DIFFUSED >80° 14W 1880 Im 120 Im 220-240Vac 50/60Hz | 65 08 >80
VETRO SABBIATO - SANDBLASTED GLASS
ON/OFF
188 160
PALETTO 4 VIE H. 960
BOLLARD 4 WAYS H. 960 w60
135
CODICE FASCIO WATT SORGENTE APPARECCHIO ALIMENTAZIONE CL IP K CRI
CODE BEAM SOURCE FIXTURE POWER SUPPLY
560F2/ AR35VS & DIFFUSO >80° _
/ DIFFUSED 5307 14W 1880 Im 1120 Im 220-240Vac 50/60Hz I 65 08 >80
VETRO SABBIATO - SANDBLASTED GLASS
ON/OFF
ACCESSORI
ACCESSORIES
MOR683P/2V CONNETTORE IP68 3POLI/2VIE 3 X 2.5 MM? KIT.001 ANCORAGGIO A TERRA TIRAFONDI/PIASTRA DI CENTRAGGIO
CONNECTOR IP68 3POLES/2WAYS 3 X 2.5 MM? GROUND ANCHORING ANCHOR BOLTS/CENTRING PLATE
E.TRA.580 LIMITATORE DI SOVRATENSIONE CLI- IP67

SURGE PROTECTOR CL |- IP67
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160 160
PALETTO DALI 4 VIEH. 680
BOLLARD DALI 4 WAYS H. 680 680
3=
CODICE FASCIO WATT SORGENTE APPARECCHIO ALIMENTAZIONE CL IP IK CRI
CODE BEAM SOURCE FIXTURE POWER SUPPLY
560F1/ AD35VS & DIFFUSO >80° _
/ DIFFUSED >80° 14W 1880 Im 120 Im 220-240Vac 50/60Hz | 65 08 >80
VETRO SABBIATO - SANDBLASTED GLASS
DALI-2 INTEGRATO - DALI-2 INTEGRATED
180 160
PALETTO DALI 4 VIEH. 960
BOLLARD DALI 4 WAYS H. 960 60
135
CODICE FASCIO WATT SORGENTE APPARECCHIO ALIMENTAZIONE CL IP KK CRI
CODE BEAM SOURCE FIXTURE POWER SUPPLY
560F2/ AD35VS A DIFFUSO >80° _
/ DIFFUSED >80° 14W 1880 Im N20Im 220-240Vac 50/60Hz | 65 08 >80
VETRO SABBIATO - SANDBLASTED GLASS
DALI-2 INTEGRATO - DALI-2 INTEGRATED
ACCESSORI
ACCESSORIES
MOR685P/2V CONNETTORE IP68 5POLI/2VIE 5 X 2.5 MM? KIT.001 ANCORAGGIO A TERRA TIRAFONDI/PIASTRA DI CENTRAGGIO
CONNECTOR IP68 5POLES/2WAYS 5 X 2.5 MM? GROUND ANCHORING ANCHOR BOLTS/CENTRING PLATE
E.TRA.580 LIMITATORE DI SOVRATENSIONE CLI- IP67

SURGE PROTECTOR CLI- IP67
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